
VersaLight® 
MULTI-FUNCTIONAL SURGICAL ILLUMINATOR 

Information for Use for VersaLight® (REF: VSG211)
 

DESCRIPTION 
The VersaLight® Multi-Functional Surgical Illuminator is a surgical device that 
illuminates, irrigates, aspirates and provides moderate blunt retraction. This 
sterile, latex free, single-use-only device is designed to bring cool area 
lighting into deep surgical sites, using a 300 watt xenon illuminator and a 
2.5mm fiber optic cable with a custom female connector. Utilizing standard 
suction tubing and irrigation lines, the VersaLight connects to standard 
suction canisters and IV bags with pressure infusion cuffs. 
 
INDICATIONS FOR USE 
The VersaLight is intended for the illumination, irrigation and suction of 
surgical procedures where deep cavities or adjacent tissues limit outside light 
in the surgical field. It is typically used in various surgical specialties, 
including, but not limited to oral/maxillofacial, plastic, spine, orthopedic and 
OB/GYN procedures. It is not intended for use in intracranial surgery or direct 
contact with the central nervous system.  
 
CONTRAINDICATIONS 
The VersaLight presents no contraindication. However, the user should be 
familiar with the use of light sources, cables, suction and irrigation and should 
take precautions accordingly. 
 
WARNINGS 
1) Retraction: The VersaLight is designed to withstand approximately 10 
pounds of retraction force. Should the VersaLight break during use or 
appear broken or damaged in any manner, it should be replaced to minimize 
risk to the patient.  
 
2) Suction and Irrigation: The following limits are not to be exceeded at the 
VersaLight input ports 
  300mm Hg of pressure on the irrigation line. 
  560mm Hg of vacuum on the suction line. 
Do not hang the pressure infusion cuff, IV bag, or suction canister over the 
light source, or allow fluids to drip or be sprayed onto light source. This can 
cause an electrical short circuit, which could result in an electric shock. 
 
3) Light Sources & Cables: The VersaLight is designed for use with 300 
watt xenon illuminators and a custom 2.5mm fiber optic cable (see table).   
 

Connector Type 8 ft (240cm) Length 12 ft (366cm) Length 
ACMI 006241 007986 
Olympus 006424 008219 
Storz 006422 008217 
Wolf 006423 008218 

 
Do not use light sources rated higher than 300 watts, or cables with 
fiber optic bundles of more than 2.5mm diameter. Use of higher watt 
sources or larger diameter cables could result in overheating; causing 
product failure and patient injury. 
 
If at any time the VersaLight light output significantly dims, (without adjusting 
the light source) turn off the light source immediately, replace the VersaLight 
Extended Tip, and use with the light source adjusted to a lower output setting. 
 
4) Cable Connectors & Heat: As is common with fiber optic equipment, 
high wattage light sources can generate heat at fiber optic cable 
connectors, which must be managed by surgical OR staff.  Additionally, 
lamps emit elevated levels of visible light and infrared (heat) during early 
hours of life (e.g., the first 30 hours of product use or after lamp 
replacement). It is recommended to monitor connector temperature 
periodically (e.g., every 15 minutes during the first hour) during first time 
use with a new light source or lamp. If the connector becomes too hot to 
hold comfortably, reduce the light source output and continue to monitor 
the connector temperature.  
 
 
Never place the connector directly on the patient’s skin at any time. 
 

 
5) Light Source Variation & Heat: Light sources vary widely in emission 
of visible and infrared (heat) energy.  
 

Do not use light sources rated higher than 300 watts, or cables with 
fiber optic bundles of more than 2.5mm diameter. Use of higher watt 
sources or larger diameter cables could result in overheating; causing 
product failure and/or patient injury. 
 
6) Embedding: Because light energy can be absorbed as heat, the entire 
lit portion (distal end) of the VersaLight should not be continuously 
embedded (i.e. lit surface should not be completely buried) in tissue and 
held fixed for more than 30 seconds at a time. 
 
7) Bare Cables:  Do not operate the light source and cable without the 
VersaLight attached. This may cause burns, ignite drapes/gowns, or 
temporarily blind vision. 
 
8) Single Use Device: The VersaLight® Multi-Functional Surgical 
Illuminator is a single use device and cannot be safely reused, regardless 
of sterilization methods, without significant risk to the health and well being 
of the subsequent patient. 
 
After use, this product may be a potential biohazard. Handle and dispose 
of in accordance with accepted medical practice and applicable local, state 
and federal laws and regulations. 
 
9) Sterilization: Sterilized using Ethylene Oxide (EO). Sterile unless 
package is opened or damaged. Do not use if package is opened or 
damaged. 
 

Federal (U.S.A.) law restricts this device to sale by or on the order of a 
physician. If you have questions regarding these warnings, please contact 
Boss Instruments at +1 800-210-2677, or by emailing inquiry@bossinst.com 
 
CAUTION 
Physicians should consider patient photosentivity when using any light 
source. 
 
CONTENTS 
Each VersaLight Multi-Functional Surgical Illuminator package 
contains one VersaLight assembly, one Tyvek protective sleeve, 
one cleaning rod, one sterilization indicator, one irrigation button 
hold-down clip and two spiral cable wraps Prior to closing the 
surgical site, all components must be accounted for. 
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DIRECTIONS FOR SETUP 
Required items: 

• Pressure infusion cuff 
• Sterile solution IV bag 
• Suction canister 
• Light source, 300 watt xenon recommended 
• 2.5mm fiber optic cable,  

 
Connector Type 8 ft (240cm) Length 12 ft (366cm) Length 
ACMI 006241 007986 
Olympus 006424 008219 
Storz 006422 008217 
Wolf 006423 008218 

 
Hang pressure infusion cuff, and insert IV bag of sterile solution per cuff 
manufacturer’s instructions (do not pressurize yet). 

 
Unpack (Figure1): Using aseptic technique, remove the VersaLight 
Multi-Functional Surgical Illuminator, the cleaning rod, and the spiral 
cable wraps from the sterile package and place within the sterile field. 
Remove the Tyvek end cover (A), the extension tip (if unused) and 
irrigation control clip(J) from the surgical field for later disposal after 
the surgery. 

 
Cable Attachment (Figure 2): First, using the fiber optic cable (F), 
attach to the VersaLight  by rotating cable connector while pushing 
onto the middle light post of VersaLight  until you feel or hear a 
“click”. 

 
Cable Management (Figure 3): Next, attach irrigation tubing (top) 
with a standard luer lock connector; and suction tubing (bottom) with 
a standard slip-on connector. Bundle the fiber optic cable, IV tube 
and suction tube and place one yellow spiral cable wrap (C) 
(enclosed) approximately 6” from the VersaLight connectors and a 
second wrap at approximately 12” from the first cable wrap (see 
figure 3).. 

 
Next, be sure the irrigation control clip is removed.  Remove the 
safety cover from the IV spike and insert into IV bag of irrigant (do not 
pressurize yet).  Attach the VersaLight  to the suction canister, using 
the suction tubing. Attach the canister to the hospital vacuum per 
canister manufacturer’s instructions. 
 

 
You may now pressurize the infusion cuff. Do not exceed 300mm Hg of 
pressure.  Monitor and maintain pressure for optimal results. 
 
Turn on the hospital vacuum. Do not exceed 560mm Hg of suction. 
 
The suction and irrigation settings should be determined by the user based 
on physician preferences and clinical practices. 
 
Connect the VersaLight to a light source, typically Xenon or LED, 300 Watt 
maximum. Make sure the light cable connector is securely attached to 
the VersaLight Extended Tip. The cable should be in good repair with 
clean optics. Dirty optics or cables in need of repair can cause 
excessive heat at the connectors.  
 
Turn on the light source. Turning down overhead lighting may improve 
visualization within the surgical site. 
 
 
 
 
DIRECTIONS FOR USE 
The VersaLight Multi-Functional Surgical Illuminator may be placed directly 
in the surgical site. 
 
Insert the tip (E)  into fluids to suction away, placing finger over suction vent 
(H) (see Figure 5) to increase suction. 
 
Use cleaning rod (G) to dislodge any clots or blockages if they occur. 

 

 
The blue Irrigation Button (I) on the top surface controls the flow of 
irrigation. Depressing the button will permit irrigant to flow through the 
device. If flow rate drops, check the infusion cuff pressure (300mm 
Hg max) or the tubing for kinks or bends. 
 
Body fluids or debris collecting on the lighted surface of the VersaLight may 
be irrigated or wiped away. 
 
 
 



Symbol Definitions 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

LIMITED WARRANTY 
Boss Instruments warrants the material conformity of the VersaLight® Multi-functional Surgical to specifications in the product labeling until the earlier 
of 12 months from shipment to customer or the expiration date of the product, and will replace at Boss Instruments’ option and expense any VersaLight 
product that does not meet specifications in all material respects. BOSS INSTRUMENTS’ LIABILITY TO CUSTOMER, USER, OR PATIENT IS 
EXPRESSLY LIMITED TO REPAIR OR REPLACEMENT. Boss Instruments expressly disclaims all other warranties, express or implied, including, 
without limitation, merchantability or fitness for a particular purpose. 
 
VersaLight® is a registered trademark of Lumitex Inc., and is used with permission. Copyright 2019 Boss Instruments Ltd. Inc. All Rights Reserved.  
Products referenced are protected by U.S. and foreign patents  
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